NOTI CE OF AMENDMENT

CERTI FI ED MAIL - RETURN RECEI PT REQUESTED

Cct ober 6, 1994

M. Robert Sachse, President
M d Anerica Pipeline Conpany
1800 S. Baltinore

P. O Box 645

Tul sa, Gkl ahona 74101-0645

CPF No. 34528-M
Dear M. Sachse:

On June 21-22, 1994, representatives of the Central Region,

Sout hwest Regi on, and Western Region, Ofice of Pipeline Safety
(OPS), pursuant to Section 211(c) of the Hazardous Liquid

Pi peline Safety Act of 1979, 49 U.S.C. app. 8§ 2001 et seq.
(HLPSA) visited the Md Anerica Pipeline Conpany (MAPCO
Headquarters in Tul sa, Oklahoma, and conducted a joint inspection
of the witten procedures for conducting normal operations and
mai nt enance procedures, and handling abnormal operations and
energencies. These procedures are required under Title 49, Code
of Federal Regulations, Part 195, Section 195.402(a), for each
pi pel i ne operator.

As a result of this inspection, it appears that MAPCO has

comm tted probable violations of the HLPSA regul ati ons, 49 CFR
Part 195. The itens inspected and probable violations are as
fol |l ows:

1. 8 195.402 Procedural manual for operations, maintenance, and
ener genci es.

(a) Each operator shall prepare and follow for each

pi peline systema manual of witten procedures for
conducting normal operations and nmai ntenance activities
and handl i ng abnormal operations and energencies. This
manual shall be reviewed at intervals not exceeding 15
mont hs, but at | east once each cal endar year, and



appropriate changes nmade as necessary to insure that
the manual is effective.

The current statenents in the Manual which state "in
conpliance wwth 49 CFR Part 195...." nust be used only as
references. These are m ni num performance specifications
and do not contain specific instructions. Procedures nust
be detailed and specific to the task invol ved.

MAPCO made major revisions to their existing manual and re-
issued it in md April 1994. However, the joint OPS

conpr ehensi ve revi ew of the manual discl osed deficiencies,
as noted in Itenms 2 through 16, which could make t he manual
i neffective.

8 195.402(c) Maintenance and nornmal operations.

(1) Making construction records, maps, and operating
hi story avail abl e as necessary for safe operation and
mai nt enance.

Item1l in Section 3, page 6, of MAPCO s procedure nanual
states "The anount, |ocation and cover of each size pipe
installed.” The statenent should be nodified to read "The
anount, |ocation, and cover (at the time of installation) of
each pipe size installed.™

8 195.402(c) Maintenance and nornmal operations.

(3) Operating, maintaining, and repairing the pipeline
systemin accordance with each of the requirenents of
this subpart.

As noted in Itens 4 through 13, MAPCO s procedures contai ned
deficiencies for operating, maintaining, and repairing its
pi pel i nes.

§ 195.226 Wl ding: Arc burns.
(a) Each arc burn nust be repaired.

(b) An arc burn may be repaired by conpletely renoving
the notch by grinding, if the grinding does not reduce
the remaining wall thickness to | ess than the m ni num
t hi ckness required by the tolerances in the

specification to which the pipe is manufactured. |If a



notch is not repairable by grinding, a cylinder of the
pi pe containing the entire notch nust be renoved.

MAPCO s Procedural manual nust be expanded to include
procedures for renoval or repair of arc burns.

(c) A ground may not be welded to the pipe or fitting
that is being wel ded.

MAPCO s Procedural Mnual mnust include a procedure for
attachnment of the welding | ead ground, by nethod ot her than
by welding to pipe or fitting.

8§ 195.230 Welds: Repair or renoval of defects.

(a) Each weld that is unacceptable under § 195. 228
must be renoved or repaired. Except for welds on an
of fshore pipeline being installed froma pipel ay
vessel, a weld nust be renoved if it has a crack that
is nore than 8 percent of the weld | ength.

MAPCO s wel di ng procedures nust include a procedure for
removal or repair of defective welds. Were renedial

wel ding is used for repair, the actual welding procedure
must be qualified and included in the manual .

8§ 195. 310 Records.

(a) A record nust be nade of each hydrostatic test re-
quired by this subpart, and the record of the | atest
test must be retained as long as the facility tested is
i n use.

In Section 4, page 17 of the Procedure Manual, include a
reference to Section 4, page 20, which lists the required
records to be retained for a hydrostatic test. Also in
Section 4, page 17 of the Procedure Manual, include
reference to hydrostatic test information in Section 12 of
t he Pi peline Standards Manual .

8§ 195.410 Line markers.

(1) Markers must be |ocated at each public road
crossing, at each railroad crossing, and in sufficient
nunber al ong the remai nder of each buried Iine so that
its location is accurately known.



Information in Section 4, page 24 of the MAPCO procedure
manual , nmust be expanded to include instructions for
installation of pipeline marker signs on both sides of a
public road or railroad crossing. Also in regard to

mai nt enance of the signs, the procedure nust include a
specific time deadline for repair or replacenent after

di scovery of damage or need for nmaintenance.

§ 195.414 Cathodic protection.

(a) No operator nmay operate a hazardous liquid inter-
state pipeline after March 31, 1973, or a hazardous
liquid intrastate pipeline after October 19, 1988, or a
carbon di oxide pipeline after July 12, 1993 that has an
ef fective external surface coating material, unless
that pipeline is cathodically protected.

The | ast paragraph of page 8 in Section 2 of the procedures
manual needs to be reworded to include instructions that
cathodi c protection shall be installed and operating within
one year after installation of a facility.

The procedure nust al so address deficiencies in a
cathodically protected system and include information that
deficiencies nust be mtigated prior to the next schedul ed
i nspection of the facility and within the permtted

i nspection interval, or within an earlier time period

sel ected by MAPCO

In Section 2, page 9, of MAPCO s Procedure Manual, the third
par agraph nust be specific as to the NACE reference. During
t he inspection and conversations with MAPCO s Corrosion
Control Engineer it was determ ned that the reference is
NACE St andard RPOL69- 92.

It was al so di scussed that a statement would be included in
t he procedures that when cathodic protection potentials were
mar gi nal at -0.85 vdc, further investigation and
consideration of IR drop would be undert aken.

§ 195.420 Val ve mai nt enance.
(b) Each operator shall, at intervals not exceeding 7
1/2 nmonths, but at |east tw ce each cal endar year,
i nspect each mainline valve to determne that it is
functioning properly.

Section 4, page 26 of MAPCO s Procedure Manual is deficient
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10.

11.

in that the Mainline Valve Inspection Report does not

i ncl ude colums or space for the specific itens inspected on
the val ve or space for remarks if deficiencies or repairs
are needed. This information is necessary to verify the
areas of the valve that are inspected and for the

mai nt enance history of each nmainline valve.

§ 195.422 Pipeline repairs.

(b) No operator may use any pipe, valve, or fitting,
for replacenent in repairing pipeline facilities,
unless it is designed and constructed as required by
this part.

1) Section 4, page 33 of the Procedure Manual nust be
revised to include procedures for marking, tracking, and
identification of pretested pipe used for repairs. The
procedure nust require information pertaining to pipe grade,
wal | thickness, seamtype, test pressure, manufacturer, and
any additional information which will ensure that the
pretested pipe will be used in the correct application.

2) Also pertaining to repairs (weld+ends), it was noted in
Section 10, page 1 of the Standards Manual :

“If in any instance there may be a fire hazard, or having to
wait a great length of time for vapors to dissipate, then

t he new section shall be put in with "wel d+end" couplings.
After the line is back in service and pressured up to 200

| bs. and not over 500 | bs., the couplings then can be wel ded
to make permanent repairs".

Instructions for installation of weld+ends in the

manuf acturer's installation procedures are specific as to
the pressure that the pipeline can be exposed to prior to
wel di ng the wel d+end wi t hout anchoring. As an exanple, 10
i nch diameter pipe operationis limted to 396 psi prior to
wel di ng or anchoring. The limtation on 12 inch dianeter
pipe is 328 psi. |If either of the above dianeters were
pressured to 500 psi as listed in the Standards Manual, the
pressure limtations would be greatly exceeded and coul d
result in a serious accident. The MAPCO St andards Manua
must be revised to reflect pressure limtations for specific
pi pe di anmeters when installing wel d+ends.

§ 195.426 Scraper and sphere facilities.

No operator nay use a |auncher or receiver that is not
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12.

13.

equi pped with a relief device capable of safely reliev-
ing pressure in the barrel before insertion or renoval
of scrapers or spheres. The operator nust use a
suitabl e device to indicate that pressure has been
relieved in the barrel or nust provide a neans to
prevent insertion or renoval of scrapers or spheres if
pressure has not been relieved in the barrel.

In Section 3, page 6 of the MAPCO Procedural Manual the
scraper trap operation instructions nust include a generic
drawi ng of a scraper trap with pertinent conponents
identified. This conponent identification nust be cross
referenced with the operating instructions so as to provide
specifity for scraper trap operations.

8 195. 428 Overpressure safety devi ces.

(a) Except as provided in paragraph (b) of this
section, each operator shall, at intervals not
exceedi ng 15 nonths, but at |east once each cal endar
year, or in the case of pipelines used to carry highly
volatile liquids, at intervals not to exceed 7 1/2

nmont hs, but at | east tw ce each cal endar year, inspect
and test each pressure |limting device, relief valve,
pressure regul ator, or other item of pressure control
equi pnrent to determne that it is functioning properly,
is in good nechanical condition, and is adequate from
t he standpoint of capacity and reliability of operation
for the service in which it is used.

8 195.404(c) requires inspection records be maintained for
the inspections described in §8 195.428 above. Section 4,
page 31 of MAPCO s Procedural Manual references recording
i nspections and tests. The inspection form (Sanple P) at
the end of Section 4 nust be expanded to include space for
comments relating to deficiencies and/or repairs of the
devi ces.

8§ 195. 432 Breakout tanks.

Each operator shall, at intervals not exceeding 15
nmont hs, but at | east once each cal endar year, inspect
each breakout tank (including atnospheric and pressure
t anks).

8 195.404(c) requires inspection records be maintained for
the i nspections described in §8 195.432 above. Section 7,
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14.

15.

16.

page 1 of MAPCO s Procedural Mnual references recording
i nspections but no formfor recording inspections was found
i n the manual

8 195.402(c) Maintenance and nornmal operations.

(6) Starting up and shutting down any part of the pipe-
line systemin a manner designed to assure operation
within the limts prescribed by paragraph 195. 406,
consi der the hazardous |liquid or carbon dioxide in
transportation, variations in altitude along the

pi peline, and pressure nonitoring and control devices.

Section 4, page 35 of MAPCO s Procedural Manual states:
"Operating conditions during startup or shutdown w Il always
remain within the limts prescribed by 49 CFR Part 195.406".
This statenent is a m ni mum performance specification and
does not contain specific instructions. As noted in Iteml
of this docunent, procedures nust be detail ed and specific
to the task and therefore include the permssible limts.

§ 195.402(c).

(11) Mnimzing the |likelihood of accidental ignition
of vapors in areas near facilities identified under
paragraph (c)(4) of this section where the potenti al
exists for the presence of flammble |iquids or gases.

Section 2, page 1 of MAPCO s Procedural Manual, "Bl owdowns"
needs to refer to Section 3, page 13 of the manual to tie in
bl ondown operations to areas that are identified under
paragraph (c)(4) of this section. Also specific reference
to prevention of accidental ignition for areas identified
under paragraph (c)(4), for releases other than controlled
bl owdowns, nust be included in the information in Section 3,
page 13.

§ 195.402(e).

(3) Having personnel, equipnent, instrunents, tools,
and nmaterial avail able as needed at the scene of an
ener gency.

Procedural manual needs reference to | ocations and inventory
of equi pnment and materials that would be used in response to
an energency. |If outside contractors are used to assi st
MAPCO, reference to specific contractors including contact



person, phone nunber, |ocation, and services to be provided
nmust al so be i ncl uded.

When it is found that an operator's procedures are inadequate,

8 195.402(b) provides that the operator, after notice and
opportunity for hearing as provided in 49 CFR § 190. 237, may be
required to amend its plans and procedures. This letter serves
to provide you with the notice of the inadequate procedures and
response options as prescribed under 8 190.237. The operator is
allowed thirty (30) days after receipt of such notice to submt
witten cooments or request an informal hearing. After
considering the material presented, the Ofice of Pipeline

Safety is required to notify the operator of the required
amendnent or w thdraw the notice proposing the anmendnent. |f you
do not desire to contest the notice, you nust prepare the revised
procedures and provide a copy to the Director, Central Region,
within thirty (30) days of receipt of this notice.

Si ncerely,

| van A. Hunt oon
Director, Central Region
Ofice of Pipeline Safety

At t achment

cc: Sout hern Region
Sout hwest Regi on
West ern Regi on



